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DRENAJ-TORPAQLARIN  MUNBITLiK  ARTERIYASIDIR 

C.M.T  ALI  BOV  A 

Azarbaycan  Hidrotexnika  va  Meliorasiya  Elm  istehsalat  Birliyi 

Maqabda  kand  tdserrujatmda  iifiiqi  drenajin  tatbiq  olunan  tipbri,  konstniksiyu/an,  suvarilan  bataqlafmt $  m 
§orla$mi§  torpaqlarda  drenajin  vdzifdsi  va  funksfyalari,  drenajin  tatbiqinin  lazun  olmasi  praiti  haqqinda  malumat  verilmif, 
drenajsiz  praitcb  gostarilsn  neqativ  hallann  kand  tasarriifati  bitkihrinin  inkipjmda  zararli  tasirbrindan  bahs  olunnnvjdur . 
Respublikanuzda  drenajin  inkipj  tarixi,  tatbiqinin  bazi  qisa  naticalari,  ahata  eldiyi  sahabr  goslarilmif  va  meliorasiya 
praktikasmda  miixtalif  torpaq-qrunt  praitinda  drenajin  tasirbrinin  samaraliliyin  yiiksaldilmasi  iifiin  yeni  iki  va  upyaruslu 
intensiv  drenajin  tatbiqinin  maqsacb  uygun  olmasi  taklif  edilmifdir.  Kepii$  kollektiv  tasorrufatlarda  uzun  miidcht  istismardan 
sonra  siradan  fixmif  lasarrufatdaxili  ortiilii  drenaj  sistembrinin  taxira  sahnmadan  yenidanqurulmasinin  vacib  oldugu  qeyd 
olunnrufdur. 

Afar  sozlar:  torpaq,  suvarma .  drenaj,  drenaj  konstruksiyasi ,  bataqlapia,  prlapna,  miinbitlik,  arteriya. 


Drenaj-  fhtnsizca  drainage,  ingilisca  drain  qurut- 
maq  manasinda  olub,  suni  su  axini  sistembrin  - 
drenbrin  komayi  ib  artiq  torpaq-qrunt  sulannm 
yigilib  qurudulan  -  meliorasiya  olunan  arazidan  kanara 
apanlmasi  U9iin  tayin  edilmi$  qurgudur.  Drenaj  kand 
tasarriifati  meliorasiyasmda  geni$  tatbiq  oluriur.  Yer 
sathina  nisbatan  yerla§masina  gbra  drenlar  farqlanir  - 
iifiiqi  drenaj  va  §aquli  drenaj,  meliorasiya  olunan 
saliada  yerb$masina  gora  sistematik  drenaj,  adda-bud- 
da  va  kombinab§dirilmi§  drenajlara  aynlir.  Ufuqi 
drenaj  a?iq  va  ortlilu  tipda  tikilir.  Oitulii  ufuqi  drenajin 
tikintisinda  muxtaiif  nov  borulardan  (saxsi,  beton, 
asbestsement  va  polimer  material  lardan)  istifada  olu- 
nur.  Drenaj  boru  xattinin  sathi  siizgac  materiali  ib 
ortulur  ki,  drenaj  lilbnmasin  va  onun  suqabuletma  qa- 
biliyyati  ytiksak  oisun.  Xidmat  iniiddatina  gora  daimi 
drenlar  va  miivaqqati  drenbra  ayrilir.  Qurulma  iisuluna 
va  tatbiq  edibn  ma$mlara  gbra  drenaj  xandakli  drenaj, 
xandaksiz  drenaj  va  darxandakli  drenajlara  ayrilir,  ham 
da  materialsiz  krot  drenlar  da  moveuddur  (9]. 

Suvarilan  torpaqlarda  drenaj  $orla§mi$  torpaqlari 
yuma  yolu  ib  duzlardan  dayamqh  tamizbnma  §araiti 
yaratmaq,  sonra  da  takrar  §or!a§mamn  tamamib  aradan 
gixaran  su-duz  rejimini  saxlamaq  ufiin  tayin  olunur. 
Dsasli  meliorasiyamn  sonunda  mumkiin  olan  hallarda 
drenaj  sularindan  suvarmada  istifada  edilir  [6]. 

Qrunt  sulari  yer  sathina  yaxm  (10  m-dan  az) 
yerla§ib,  torpaqlar,  qruntlar  va  qrunt  sulari  va  ya  bu 
elementlardan  biri  §orla$mi$dirsa  drenaj  miillaq  lazim- 
dir.  Respublikanin  ovahq  va  diizan  rayonlannda  an  <?ox 
iiftiqi  drenaj  tikilmi§dir. 

Suvanlan  torpaqlarda  iifliqi  drenajin  darinliyi 
qrunt  sularimn  bohran  darinliyina  (1,75-2,25  m)  asasan 
3, 0-3, 5  m  qabul  edilmi^dir  [7J.  Drenbrarasi  rnasafa 
konkret  hidrogeoloji  $araitda  miiayyan  olunmu* 
hesabat  sxemi  iiyiin  qruntlann  siiziilma  amsahna,  orta 
illik  drenaj  moduluna  va  qruni  su  basqisina  asasan 


drenajin  i§  prosesini  aks  etdiran  nazari  diisturlarla 
(A.N.Kostyakov,  V.V.Vedemikov,  S.F.Averyanov, 
A.Y.Oleynik,  S.N.Nuinerov  va  b.)  hesablanir.  Drenlar 
arasi  masafabr  meliorativ  obyektbrda  asasan  200-400 
m  arasinda  dayi$ilir  [6]. 

Bataqla§mi§  torpaqlarda  artiq  namlik  kand  tasar- 
riifati  i$larinin  vaxtinda  yerina  yetirilmasi  imkanmi 
langidir,  yaz  dovriinda  torpaqlariri  temperalurunun 
yuksaltmasinin  tabii  gedi§atina  mane  olur,  onlarda 
kand  tasarriifati  bitkibri  iifiin  zaharli  birla§mabrin 
amab  galmasina  sabab  olur:  miitaharrik  dantirin  va 
marqanin,  hidroqensulfat,  bitkibrin  normal  boyatmasi 
iifun  lazim  olan  oksigen  9ali$mamazligina,  azotun 
nitrat  ?aklinda  amab  galmasina  sabab  olur  va  i.a,  yani 
90X  sayda  bitkibrin  boy  artmasina  va  inki$afi  ibiin 
qeyri-qanaatbaxij  §arait  yaradir  [8], 

Qatiyyatb  miiayyan  olunmu§  va  praktikada  yox- 
lanilmi?  miiddaa  ondan  ibaratdir  ki,  suvarma  akin- 
9iliyinda  sorla§mi§  torpaqlann  potensial  ytiksak  miin- 
bitliyi  torpaq  va  qruntlarin  bitkibitiran  qatindan 
duzlarin  va  duz  mahlullarinin  siini  yolla  9ixarilmasila 
miixtalif  tipda  drenaj  qurgularin,  xiisusi  yuma  va  vege- 
tasiya  suvarmalann  komayib  koklii  $akilda  barpa 
etmak  miimkUndUr.  $orla§mi§  torpaqlarda  kand  tasar- 
riifat  bitkibri  1191111  zararli  duzlar  §um  qatmda,  kok 
inki§af  edan  qalin  layda,  ham  da  qrunt  sularmda  artiq 
miqdarda  olduqda,  oradan  onlar  torpaq  namliyi  buxar- 
landiqda  bitkibrin  kok  sistemi  maskunla§an  horizont- 
lara  daxil  olur  va  toplanir,  kand  tasarriifat  bitkilarini 
zaharlayir  [8]. 

Miiayyan  edilmi?dir  ki,  torpaqda  duzlar  artiq 
miqdarda  olduqda  torpaq  mahlulunun  qatihgi  artir  va 
bunun  naticasinda  onun  osmotik  tozyiqi  bitkinin 
hiiceyra  ^irasinin  osmotik  tazyigindan  bir  ncea  dab 
90X  olur.  Bela  hallarda  bitkibr  ya  qisman,  ya  da  ki, 
tamamib  mahv  olurlar.  Suvarilan  torpaqlarda  kand 
tasarriifati  bitkibrinin  mahsuldarhgi  §orla§mamn  no- 
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viinctan  va  $orluluq  doracasindan  asili  olaraq  azalir. 
Sorla?manm  tasirindan  itirilan  mahsul  itkisi  meliora- 
siyamn  iqtisadi  samarani  xevli  a§agi  salir  [5]. 

Belalikla,  neca  ki,  bataqla$mi$  toipaqlann  mun- 
bitliyinin  yuksaldilmasinda  va  asasli  yax$ila$dirilmasi 
ii9iin,  ham  da  ?orta$mi$  torpaqlann  miinbitliyinin  asasli 
yiiksaldilmasi  va  potensial  mahsuldarligin  tazahur  edil- 
masinda  iimumi  meliorativ  tadbirlar  sisteminda  movcud 
torpaq  fondunun  samarali  va  tam  istifada  edilmasina 
istiqamatbnmi?  drenaj  qurgulannm  tatbiqi  lazimdir. 

Respublikainizin  suvanlan  torpaqlannda  torpaq- 
qruntlann  su-fiziki  xiisusiyyatbrindan  asili  olaraq 
drenajin  meliorativ  samaraliliyi  muxtalifdir.  $imali 
Muganda,  Salyan  diiziinun  bir  hissasinda,  Kur  cayin 
sail i I  zonasinda,  Zardab  va  Mollakand  sahalarinda  va 
Mil  duziinda  yiingiil  qranulomrtrik  tarkibli  yaxp  susuz- 
dtiran  toipaq-qrunllarda  drenajin  drenlama  va  duzsuz- 
la§dirma  tasirlari  yiiksakdir.  Amma,  §irvan  duziinda, 
Canubi  Muganda  va  ba§qa  obyektlarda  zaif  sukeyiran 
gilii  va  gillicali  qrunt  §araitinda  sistematik  drenaj 
gozbnilan  samarani  vermir.  Bela  agir  torpaqlarda 
asasli  yumadan  sonra  qaliq  duzlann  tniqdan  40-60  %- 
dan  yox  olur.  Bu  qaliq  duzlar  torpaqlarda  kand 
tasarrufali  bitkilari  altinda  yuma  rejimli  suvarmalann 
aparilmasi  ila  tamizlanir.  Bu  proses  uzun  miiddatlidir 
va  qanaatbaxs  sayilmir.  Ona  gora  da  agir  $orla§mi$ 
torpaqlarda  darin  daimi  drenlar  alava  olaraq,  dayaz 
muvaqqati  va  ya  daimi  drenlarla  giiclandirilir.  Bunun 
iiyiin  iki  va  U9  yaruslu  daimi  ortulu  iifuqi  drenaj 
sistemlar  taklif  olunmu?  va  laboratoriya  va  istehsalat 
§araitinda  sinaqdan  yixarilmi$dir  [1]. 

Azarbaycan  qadim  suvarma  akinyiliyi  olkasidir. 
Arxeoloji  tadqiqatlara  asasan  muayyan  edilmi$dir  ki. 
Mil  va  Mugan  diizlarinda  suvarma  kanallan  hala  IV-V1 
asrlarda  yakilmi§,  XIX  asrdan  isa  suvarma  akinyiliyi 
$irvanda,  Qarabagda  yaylann  a$agi  hissalarinda,  ham- 
yinin  Kur  va  Araz  yaylarinin  sahillarinda  inki$af 
etmi$dir.  O  vaxt  suvarma  primitiv  xarakterda  olub, 
sahaya  axan  yaz  dayqm  sulari  ila  boyiik  torpaq  mas- 
sivlarini  basdinnaq  yolu  ila  aparilirdi.  Bu  da  torpaqda 
sapiriqabagi  ehtiyat  namlik  yaratmaga  imkan  verir. 
Amma  bitkilar  sonraki  vegetasiya  suvarmalarini  almir- 
di.  Mahsuldarliq  a$agi  saviyyada  olurdu,  sahalarda 
qrunt  suyunun  saviyyasi  qalxir,  torpaqlar  $orla$irdi. 
Mugan  in  bu  cur  akinyilik  sistemi  Misirda  va  $arq 
olkalarinda  suvarma  okinyiliyina  ox$ayitdi.  Torpaq- 
larin  §orla$masinin  qar^isini  almaq  iiyiin  akin  saha¬ 
larinda  dayaz  (0,5-0, 8  m)  xandaklar  qazilaraq  $or  sulari 
arazidan  kanara  axidihrdi.  Xandoldardan  drenaj  kimi 
dalia  yox  hayatyam  sahalarda  istifada  edilirdi  (2,3]. 

Orta  Asiyada  Farqana  vadisinda  mibyyan  hidro- 
geoloji  jaraitlorda  ^orla^maya  va  ya  bataqla^maya  qaiyi 
miibariza  iiyiin  suvanlan  torpaqlarda  “zaurlar”  (6z- 
bakca)  formasinda  drenaj  talbiq  edilirdi.  Zaurlar- 
drenlar  dorinliyi  0,7-dan  2,5  m  qador  olan  ayiq  kanal- 
lardan  ibaratdir.  Buxara  vadisi  rayonlarinda  burada 


“zake§br”  adlanan  kollektor-drenaj  ^abakasi  kifayat 
qadar  inki?af  etmi$di.  Buxaramn  an  iri  kollektorlarm- 
dan  biri,  Tamerlanm  sagligmda  tikilmi?  va  bu  guna 
kirni  “tski-Emir-Timur”  adlanan  kollcktordur  [8]. 

Kur-Araz  ovaliginda  1900-cu  ilda  Muganda  ilk 
suvarma  kanallarmin  tikintisina  ba?landi.  1901-1917-ci 
iliarda  Muganda  169  min  hektar  sahani  suvara  bilan,  su 
sarfi  130  nv/san  va  Umumi  uzunlugu  209  km  olan  4 
suvarma  sistemi  tikilmi$dir.  Bu  sistemlar  kollektor- 
drenaj  va  xirda  suvarma  pbakalari  yakilmadan 
primitiv  “yala”  suvarma  nietoduna  asaslamrdi.  Aparil- 
mi$  intensiv  suvarmalar  naticasinda  torpaqlar  takrar 
§orla$maya  maruzqaldi. 

O  iliarda  yar  hokumati  ham  Zaqafqaziyada,  ham 
da  Orta  Asiyada  meliorasiya  i§brina  boyiik  ahamiyyat 
verirdi.  Azarbaycanda  meliorasiya  Uzr?  ilk  lacrubo 
idarasi  Mugan  §orari  Tacruba  Stansiyasidir.  Onun 
ta$kil  olunmasma  asas  sabab  Markazi  Muganda  tor¬ 
paqlann  suratla  §orla^masi  va  normal  tasarrtifat 
hayatinm  tahliika  altinda  olmasi  olmu$dur.  Sonralar  bu 
stansiya  Mugan  Tocrtiba-Meliorasiya  Stansiyasi  adlan- 
dirilmi$dir. 

Qeyd  etmaliyik  ki,  1928-1 93 1-ci  iliarda  Mugan 
stansiyasinm  600  hcktar  sahasinda  tikilmi$,  darinlixi 
2,5-4,0  m.  uzunlugu  asasan  1000  m,  drenlararasi 
masafo  350-572  m  olan  ortulu  drenaj  $abakasi  indiya 
kimi  qusursuz  i$layir.  Sahanin  torpaq-qruntlan  va  qrunt 
sularinin  ust  8+10  m-lik  qati  duzlardan  tamizbnmi?dir. 
Pambiq  bitkisinin  mahsuldarligi  30-36  sea'Tia  ta§kil 
edir.  Drenaj -tacriiba  sahasinin  torpaqlannda  aparilmi$ 
yuma  va  vegetasiya  suvarmalari  dovrunda  drenlarda 
mu§ahida  olunmu-j  on  boyuk  sarflar  13,2-dan  33,9  1/san 
1  km  (0,236-0,816  l/san  ha)  hududunda  tarnddiid  edir. 
Qrunt  sularinin  bohran  darinliyina  (2  m)  du§ma  surati 
3,8-^-4,7  sm/giin-dir  [3]. 

Mugan  Tacruba-Meliorasiya  Stansiyasinm  i^ina 
asasan  1 933- 1 937-ci  iliarda  Mugan-  Salyan  massivinda 
torpaqlann  suvarilmasi  va  meliorasiyasi  uzra  i^lara 
ba$landi.  Canubi  Muganda  Ozizbayov  suvarma  sistem- 
lari  (suvanna  kanali  va  ba§  kollektor)  tikildi.  Salyan 
duziinda  1 1  min  hektar  sahani  ahata  edan  suvarma 
kol  lektor-tu  I  lay  ic  i  §abakasi  istifadaya  verildi.  Mil 
dUzundo  35  min  hektar  sahani  ahata  edan  suvanna 
sistemi  tikildi.  Kollektor-drenaj  $abakabri  ayiq  tipda 
tikilmi$dir.  Massivin  yer  sothinin  mailliyi  yox  azdir 
(0,0002-0,0005).  Suvarma  va  drenaj  sulari  nasos 
stansiyalan  vasitosibqaldirilib  vurulur  [7], 

Mugan-Salyan  massivinda  drenlanmi'j  sahalar 
suvanlan  torpaqlann  92,4%  ahata  edir.  $imali  Mugan¬ 
da  suvanlan  torpaqlann  haimsi  (109570  ha) 
drenbnmi§dir  va  asasli  meliorasiya  olumnuifdur  [4]. 

OitUlil  iitliqi  drenaj  Qarabag,  Mil,  §irvan  diizlo- 
rinda  va  Samur-Ab§eron  massivinda  suvanlan  tor- 
paqlarda  1965-1995-ci  iliarda  tikilib  islismar  olunur. 
Qrtulil  drenlararasi  masata  asasan  200  m,  dorinliyi  3 
m-dir.  Ortulu  drenlar  saxsi  borulardan  (d=200  mm, 


149 


1—333  mm)  diizuterek  qum-^mqi!  siizqoc  material!  ife 
ortu!mu?diir.  1989-ci  ildan  drenaj  tikintisinda  polivinil- 
xlorid  (PVX)  buzmali  borulardan  istifada  olunmaga 
ba§landi.Qarabag  duzunda  ortiilti  drenlarla  ahata 
olunmu$  saha  58400  ha  (drenlanmi§dir  66430  ha).  Mil 
duziinda  -  67536  ha  (101724  ha),  $irvan  diiztinda  - 
116345  ha  (116345  ha),  Samur-Ab?eron  massivinda 
17600  ha  (23000  ha)  ta§kil  edir  [4], 

Ke<;mi§  kollektiv  tasarriifatlarin  balansmda  olmu$ 
va  istismar  oilman  tasarrufatdaxili  suvarma  va  kollek- 
tor-drenaj  §abakalarinin  texniki  vaziyyati  muxtalif 
sabablardan  istismar  ii§iin  yararsiz  vaziyyata  du§mu§- 
diir.  Onlann  tarn  yenidan  qurulmasi  talab  olunur. 
Meliorativ  fondlarla  tamin  olunmu§  bu  sahalardan 
yiiksak  kand  tasarriifati  mahsullari  gdtiirmak  iiyiin 
birinci  novboda  drenaj  5abakalarinin  i$inin  yax§ila§- 
dinlmasi  yollannm  muay'yanla^dirilmasi,  sonra  isa  su¬ 
varma  §abokasinin  normal  i§inin  barpa  edilmasi 
lazimdir. 

Istehsalat  §araitinda  tikilmi$  drenajm  i§inin  sama- 
raliliyi  (suqabuletma,  suaparma  qabiliyyati,  qrunt  sulan 
saviyyasinin  bohran  darinliyina  qadar  a$agi  salmmasi 
intensivliyi  va  tasir  zonasinda  torpaq-qruntlarin  va 


qamt  sularinm  duzsuzla$dirilmasi  tasiri)  “AzIlvaM” 
ElB-nin  amakda^lari  tarafmdan  tadqiq  cdilmi^dir. 
Aiming  naticalar  meliorativ  obyektlarda  drenajm 
layihalandirilmasinda,  tikintisinda  va  istismarinda 
istifada  edilir. 

Toplanmi§  tadqiqal  malumatlari  asasinda  mitoy- 
van  edilmi$dir  ki,  drenaj  sistemlarinin  samaraliliyinin 
yiiksaldilmosi  iiyiin  obyektin  torpaq-qrunt  ^araiti 
layiha-axtari§  ijlarinda  talab  olunan  saviyyada  oyranil- 
maiidir.  Masalan,  hesabatda  istifada  edilan  qruntlaun 
suzUlma  amsalimn  90  %-li  etibarlilq  taminati  ila  tayin 
edilmalidir,  yani  burada  ehtimal  olunan  xata  10 
90X  olmamahdir  [6].  Drenajm  hcsabal  sxcmlari  litoloji 
kasimlarin  statistik  tohlili  asasinda  yiiksak  daqiqlikla 
tayin  edilir.  Hesabat  drenaj  modulunun  tayininda, 
torpaq-qruntlarda  duzlann  miqdan  nazara  alinmaqla, 
lorpaq  va  hidrogeoloji  materiallar  asasinda  su  va  duz 
balanslari  tartib  edilir.  Drenajin  asas  konstiuktiv 
elementi  sayilan  siizgac  materialimn  qranulometrik 
tarkibi  torpaq-qrunt  $araitino  uygun  se9ilir.  Drenajin 
tikinti  texnologiyasmda  yiiksak  mahsuldar  miiasir 
drendiizan  ma?mlardan  istifada  edilmalidir  Tikinti 
prosesinda  torpaqlarm  miinbit  qati  qorunmahdir. 
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/IpeHavK-apTepiin  nnoaopoAHH  mohb 
^.M.TaJibiCoBa 

B  cratbe  npeacxaBJieHbi  itaHHb.e  06  yoioBim  Heo6xofl.«MOCro  npMMenenHH  ape™,  0  rnnax  m  KOHcrpyKUHflx, 
(bvHKUMBx  H  HasHaneHMe  ropusoHrajibnoro  ape™,  npiiMenaeMbix  b  opowaeMbix  3a6o.noMeHHb.x  m  tacoaemibix  kmuix  a 
cejtbCKOM  xo3HMcrBe,  M3.aarato.CH  apeaHb.e  B03aeMCTB..H  na  paianme  ceii  bc koxo3h mct Be h h bi x  Kyaboyp  0  yKaiamibix 
neraTMBHbix  noMBCHHbix  ycjTOBHflx  6e3  apenaata.  Ana  noBbuuemiH  3c|k).c^mbhocth  aeficTBun  apenavna  npeanaraioTca  MOBb.e, 
HHTeHCMBHbie  aByx-bapycubie  h  apexbapycnb.e  CHcreMb,  ape™  b  raatejibix  noMBemio-rpyHTOBbix  yc/ioBMax,  yxaaaHa 
HcropHH  pa3BMTMH,  HeKOTopb.e  pesyabTOTb,  BHeapeHUH  apeuaata  h  oxBanemibie  reppmopi.H  apenavneM  b  pecnySa.iKe. 
OnvieHeHa  Ba>KHOCib  ncpeycipoficTBa  3aKpbm,.x  roPH30HTaabHb.x  apena«Hb.x  cucreM,  Bbiiueaumx  H3  capon  3a  aaureabUbift 

neoHO/i  3KcruiyaTaLi>iM  b  6biBiJinx  KOJineK'niBHbix  \03flHCiBax. 

A ‘Motetue  aioea  noHBa,  opouieHMC,  apenaw,  KOHcrpyKUHii  ape.iaaca,  3a6oaa«uiBaHne,  aacoaemie,  naoaopoaiie. 

apTepHH. 

Drainage-artery  fertility  of  soils 


C.M.  Tulibova 

In  article  data  on  the  types  and  designs,  functions  and  purpose  of  a  horizontal  drainage  applied  in  the  boggy  and  sailed 
lands  iiripated  in  agricultural  industry  are  provided,  harmful  effects  on  development  of  crops  in  the  spec.hed  negative  soil 
conditions  without  drainage  are  stated.  For  increase  of  efficiency  of  action  ol  a  drainage  new,  intensive  two-sioiy  anti  hat.- 
storied  systems  of  a  drainage  in  various  soil  and  soil  conditions  arc  offered,  the  development  history,  some  results  0 
implementation  of  a  drainage  and  the  covered  territories  drainage  in  the  republic  is  specified.  Importance  ol  a  rcorgamzal.on  ot 
the  closed  horizontal  drainage  systems  which  have  failed  for  the  long  period  ol  operation  in  the  former  collective  Ini  ms  is  notes  • 
Key  words:  soil,  irrigation,  drainage,  drainage  designs,  bogging,  salinalion,  Icililily,  artery 
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